


100% Polyester FR
(60% PES FR recycled)

flame retardant
B1 DIN 4102 / EN 13773 class 1

LOOP aw 0.55

LOOP with a sound absorption value
of aw 0.55 impresses with its natural
design, bringing a touch of nature
indoors. The look is symmetrical,
making it suitable as a room divider
curtain. Made with 60% recycled
polyester bouclé yarn, LOOP offers a
sustainable, more tactile take on
functional textiles.

 sound absorption aw 0.55

 translucent

 fabric width 307cm

 weight 163gr/m

 Oeko - Tex Standard 100

Documents LOOP

 Sound absorption ISO 354 - PDF
 Certificate class 1 EN_13773 - PDF

 Sound absorption

 aw 1.0 Theater curtain
 aw 0.55 «LOOP »
 aw 0.1 light, translucent curtain
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col. 100 col. 201 col. 300 col. 301

E / DDDD

2

shrinkage washing: warp 0.9% / weft 0.5%



https://www.douglas-textiles.ch/?L=0
https://www.douglas-textiles.ch/acoustic/
https://www.douglas-textiles.ch/fileadmin/filesharing/acoustic/acoustic_collection/PDF_Downloads/ISO_354_Reverberation_Room/2024/HR_LOOP_en.pdf
https://www.douglas-textiles.ch/fileadmin/filesharing/acoustic/acoustic_collection/PDF_Downloads/EN_13773/AC_LOOP_EN13773_PES-FR.pdf
https://www.douglas-textiles.ch/acoustic/acoustic-fabric-whisper-classic/
https://www.douglas-textiles.ch/acoustic/acoustic-fabric-liquid-classic/
https://www.douglas-textiles.ch/acoustic/acoustic-fabric-loop/
https://www.douglas-textiles.ch/de/akustik/akustik-textil-loop/

